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1.CAT6A FTP TOOLLESS KEYSTONE JACK L
2.COLOUR: METAL COLOUR
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ELECTRICAL:

1.CONTACT RESISTANCE: 20m OHM
2.INSULATION RESISTANCE: <= 500M OHM @100 V DC 4.00
3.WITHSTAND VOLTAGE: DC1000V AC700V RMS 60HZ, IMIN 6.30
4.CAT6A PERMANENT LINK: CONFORM TO ANSI/TIA/EIA 568B. 2-10 11.8 —14. 00—
5.TESTING CONDITION OF TRANSMITTING CAPABILITY: 100MHz "

ENVIRONMENTAL:
16.30

1.STORAGE: -40°/ +70°

2.0PERATION: -10°/ +60° D LOCK

MECHANICAL: we move the world
1.PLASTIC MATERIAL: NEW PC Title: Keystone Module RJ45 jack Cat.6A STP|
2.METAL MATERIAL: ZINC ALLOY Date 2024/01/12

3.GOLD PINS: PHOSPHOR BRONZE, GOLD PLATING 3U~*~ Unit mm ltem No. 86050

4. TERMINAL PINS: PHOSPHOR BRONZE, TIN PLATING —

5.RJ45 CONTACT LIFE: 750 TIMES MIN Projection @ -1 |Barcode 4043619860500
6.IDC TERMINAL LIFE: 250 TIMES MIN Rev A File No.
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