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Delock Comutator HDMI KVM 4 x cablu USB 2.0 si
Audio

Descriere scurta

Acest comutator KVM de la Delock este o solutie convenabild pentru
conectarea a patru computere cu iesire HDMI la un monitor HDMI.
Prin utilizarea butonului sau a unei taste rapide puteti comuta intre
cele doua computere. Mai mult, trei porturi USB 2.0 Tip-A pot fi
utilizate pentru a conecta un mouse, tastaturd, unitate hard disk sau
memorie USB. Functia de casti USB fincorporate va permite sa
utilizati casti si un microfon cu ambele computere.

Nr. 11466
Nota
EAN: 4043619114665
KVMs emulate a standard wired 104 key keyboard and wired generic Tara de origine: China
2 or 3 button scroll wheel mouse on their respective console ports. P achet: White Box

Whether or not a wireless or gaming mouse and keyboard work with
KVM switches depends on several factors; in general, most wireless
mice and keyboards do not support working with KVM switches. We
recommend to use a standard wired mouse and keyboard with our
KVM switches.

Specification

e Conectori:
Intrare:
4 x HDMI-A cu 19 pini mama
4 x USB 2.0 Tip-B mama
1xmufac.c.deb5V
lesire:
1 x HDMI-A cu 19 pini mama
3 xUSB 2.0 Tip-A mama
2 x 3,5 mm mufa stereo (1 x difuzor, 1 x microfon)
* 2 butoane de comutare cu LED-uri pentru sursa (PC1 - PC4) si audio
e Comutare prin buton sau Hotkey
* High Speed HDMI specificatie
* Rezolutie de pana la 2560 x 1440 @ 60 Hz / 3840 x 2160 @ 30 Hz (in functie de sistem si de componentele
hardware conectate)
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e USB 2.0 pana la 480 Mbps

¢ Carcasa solida din metal

¢ Culoare: negru

e Dimensiunui (LxIxl): aprox. 27,0 x 11,0 x 2,5 cm

* Independent de SO, nu este necesara instalarea de drivere

Specificatie sursa de alimentare

Sursa de alimentare de perete

Intrare: CA100~240V/50~60Hz/0,4 A
lesire:5V/2A

Impamantare la exterior, plus la interior

e Dimensiuni:

interior: @ aprox. 1,35 mm
exterior: g aprox. 3,5 mm
lungime: aprox. 9 mm

Cerinte de sistem

¢ PC cu HDMI mama + USB tip A-mama
* Monitor sau televizor cu interfatd HDMI

Pachetul contine

* Comutator HDMI KVM 4 x cablu USB 2.0 si Audio

e 4 x cabluri HDMI + USB-A tata la HDMI + USB-B tata, lungime aprox. 1,8 m
* Sursd de alimentare externa

e Manual de utilizare

Imagini
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General
Specification: High Speed HDMI
USB 2.0
Supported operating system: Independent de SO, nu este necesara instalarea de drivere
Interface
Output: 1 x HDMI-A mama

2 x 3.5 mm stereo jack female (speaker, microphone)
3 x USB 2.0 Tip-A mama

Input: 1 x5V DC jack 3.5 mm x 1.35 mm
4 x USB 2.0 Tip-B mama
4 x HDMI-A mama

Technical characteristics
Data transfer rate: USB 2.0 up to 480 Mb/s

Maximum screen resolution: 3840 x 2160 @ 30 Hz
2560 x 1440 @ 60 Hz

Physical characteristics

Carcasa uloare: negru
Material carcasa: metal
Cable length: 1,8 m
Lungime: 27 cm
Width: 11 cm
Height: 2,5¢cm
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